
 
 

 

  WARRANTY CERTIFICATE 
 
For a correct use of the slewing bearing is necessary to observe the following rules: 
 

 Comply with the load capacity shown in the diagram, not subjecting the bearing to higher loads 
from the one indicated; 
 

 Pay particular attention both during assembly and during maintenance, considering the 
importance of the bearing according to the machine it will be applied on. 

 

 Regularly control that the lubrication is enough. We recommend lubricating the raceways and 
the gear teeth every 70/100 operating hours (the recommended grease, depending on the type of 
bearing, “Tecnolube Seal” tipo MASTER PLATE or “Macon Research” MACONGREASE SFERA EP2 
– MACONGREASE ATX2 – MACONPLEX SC2 type). In case of long periods of inactivity, the bearing 
must be lubricated while the rings are rotating. 

 

 At the time of delivery, the gear teeth are not greased. In many cases the gear teeth are lubricated 
with a “mixture” like a lubricant. The grease should have good adhesive properties and a good 
resistance for when the machine where the bearing is mounted is cleaned by the operator.  

 

 Check the conditions of the seals to avoid an excessive consumption (avoiding the entry of 
foreign bodies). 

 

 Comply with and implement what is written in the use and maintenance manual. 
 

Nuova Cierre’s bearings are manufactured with certified materials and products and the best care 
possible. 

In case of defective materials, Nuova Cierre won’t hesitate to replace or repair it without claiming any 
compensation or expense. 

The warranty is valid for 1 year from the date of the sales invoice. 

The warranty voids in case of negligence in observing what indicated above and/or in case the bearing is 
disassembled and/or any alteration is made and/or any tampering is made. 

       
         

 


